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Fixing/Mounting Slot Pattern
( All dimensions in cms)

Dimensions—Trunking with Lid
( All dimensions in cms)

Fixing Holes: Sizes
( All dimensions in mms)

S. No. Size W H T A B C nos./carton

1 25 × 25 25 25 1.2 6.0 4.0 8 50 nos.

2 25 × 40 25 40 1.5 6.0 4.0 8 40 nos.

3 25 × 60 25 60 1.5 6.0 4.0 12 28 nos.

4 25 × 80 25 80 1.5 6.0 4.0 15 28 nos.

5 25 × 100 25 100 1.6 6.0 4.0 18 12 nos.

6 40 × 40 40 40 1.5 6.0 4.0 8 24 nos.

7 40 × 60 40 60 1.5 6.0 4.0 12 28 nos.

8 40 × 80 40 80 1.6 6.0 4.0 15 20 nos.

9 40 × 100 40 100 1.6 6.0 4.0 18 16 nos.

10 60 × 60 60 60 1.6 6.0 4.0 12 24 nos.

11 60 × 80 60 80 1.8 6.0 4.0 15 18 nos.

12 60 × 100 60 100 1.9 6.0 4.0 18 12 nos.

13 80 × 80 80 80 1.8 6.0 4.0 15 12 nos.

14 80 × 100 80 100 1.8 6.0 4.0 18 8 nos.

15 80 × 60 80 60 1.8 6.0 4.0 12 18 nos.

16 100 × 100 100 100 2.0 6.0 4.0 18 8 nos.

S. No. Size A B C D E

1 25 × 25 - - 12.5 6.5 ×14.5 4.5 ×8

2 25 × 40 - - 12.5 6.5 ×14.5 4.5 ×8

3 25 × 60 - - 12.5 6.5 ×14.5 4.5 ×8

4 25 × 80 - - 12.5 6.5 ×14.5 4.5 ×8

5 25 × 100 - - 12.5 6.5 ×14.5 4.5 ×8

6 40 × 40 - - 20 6.5 ×14.5 4.5 ×8

7 40 × 60 - - 20 6.5 ×14.5 4.5 ×8

8 40 × 80 - - 20 6.5 ×14.5 4.5 ×8

9 40 × 100 - - 20 6.5 ×14.5 4.5 ×8

10 60 × 60 - - 30 6.5 ×14.5 4.5 ×8

11 60 × 80 - - 30 6.5 ×14.5 4.5 ×8

12 60 × 100 - - 30 6.5 ×14.5 4.5 ×8

13 80 × 80 50 15 - 6.5 ×14.5 4.5 ×8

14 80 × 100 50 15 - 6.5 ×14.5 4.5 ×8

15 80 × 60 50 15 - 6.5 ×14.5 4.5 ×8

16 100 × 100 50 25 - 6.5 ×14.5 4.5 ×8
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Cable housing Capacity (nos)

Trunking Lids of various sizes

Sl.no

Size (WxH) No of Cables accommodated

1.5 mm2 

OD 3.18 mm 
(16 AWG)

2.5 mm2 

OD 3.53 mm 
(14 AWG)

4.0 mm2 

OD 4.01 mm 
(12 AWG)

mm inches

1 25×25 0.98 × 0.98 19 15 12

2 25×40 0.98 × 1.57 48 35 24

3 25×60 0.98 × 2.36 72 55 40

4 25×80 0.98 × 3.15 96 75 54

5 25×100 0.98 × 3.94

6 40×40 1.57 × 1.57 80 72 48

138 95 70

7 40×60 1.57 × 2.36 130 108 70

8 40×80 1.57 × 3.15 180 153   91

9 40×100 1.57 × 3.94 230 198 126

10 60×60 2.36 × 2.36 195 168 110

11 60×80 2.36 × 3.15 270 224 154

12 60×100 2.36 × 3.94 345 234 198

13 80×80 3.15 × 3.15 360 288 210

14 80×100 3.15 × 3.94 450 378 255

270 224 154 15 80×60 3.15 × 2.36

16 100×100 3.94 × 3.94 600 462 342



Features

 Manufactured from specially compounded 
 high-impact rigid polyvinyl chloride

 Will not peel, chip or crack

 Resists oil, salt solution and fungus

 Nonflammable, warp-proof 
 and non-brittle

 Has high dielectric strength and can  
 withstand temperatures upto 60 °C  

 Unique cover locking design prevents 
 popping up of wires while removing cover

 Elongated slots at the bottom allow 
 flexible mounting 

 Heavy & robust sections

Material Specification

 High impact, self-extinguishing, 
 warp-proof rigid PVC

 Other materials such as halogen-free, 
 and those complying the RoHS Directive
 (2011/65/EU) are are available 
 on request

Mechanical Properties

 Tensile strength - 390 kg/cm2

 Izod Impact strength - 7 kg.cm/cm

Electrical Properties

 Dielectric strength - 36 kV/mm

 Specific resistance - 6.1 x 1014

Thermal Properties

 Flammability - UL 94 VO

Colour

 Standard: Grey (RAL 7032)

 Other colours: 
 Black, Ivory, White—on request

 Blue & Green are available 
 for large quantities only

Advantages

 Facilitates systematic Wiring

 Enhances aesthetics and clarity

 Permits faster connections, addition 
 and fault tracing of wires

 Avoids bunching and tapping

 Provides complete electrical insulation
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